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www. licht-2000.com

Dear customer,

Thank you, for purchasing a product of Licht 2000. Herewith we guarantee that this is

an original Licht 2000 product, which fulfills our quality standards in every way.

With this new generation of sauna lightings, we set new standards in the lighting
sector. Enjoy the fastest and most uncomplicated professional lighting system. We

guarantee trouble-free usage and hope that you will be satisfied with this </, /..,

Calypso set.

Innsbruck, the 27t of June 2011

Robert Hochenegger - Licht 2000
- ) -
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Warranty:

To ensure the warranty of our products, it is needed to follow some guidelines.
Should one or more of the terms below be not fullfilled, our warranty expires.

The terms of warranty are:

o Installation of the lighting system just by authorized personel

o Correctly connected to the electrical system

o Installation under consideration of the installation plans

o Repairs only by authorized personel

o Usage of the product under consideration of the manual

o Appropriate handling with all delivered parts

o No fluctuiation of the electrical potential permitted

o The sticker showing the date of delivery must be intact and visible

For our master and slave modules there is a additional term:

o If the warranty seal is destroyed, our warranty expires instantly

4 Calypao



PrRODUCT NAME

gl pting o Calypao recessed spot lights set for steambaths

VERSION

Master - without remote control

Master - including remote control

Master - with interface (for usage with Fasel controller)

Slave (if there is a Master controller of Licht 2000 already in use for different lightings)

QUANTITY AND TECHNICAL ISSUES

e setincluding at least 2, maximum 6 recessed lights (color white or nickel-plated
matt finished)

e Light color warm-white or RGB

e Degree of protection: IP 68

ELECTRICAL PARAMETER

power supply: 12-38 Volts
Output: 350 mA constant
Rated power: 9 recessed lights max
Overload protection: Built-in thermal fuse
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Installation:

The Calypso set is installed in you steambath wall or ceiling with mount-

ing sleeves. These sleeves can be ordered as a short or a longer version depending on

the thickness of your wall/ceiling. You can also order special sleeves for tiled walls or

cavity walls.

MOUNTING SLEEVES OVERVIEW

MOUNTING SLEEVE SHORT
For walls and ceilings with 20 mm thickness.

including locknut and gasket

MOUNTING SLEEVE LONG
For walls and ceilings with 100 mm thickness.

including locknut and gasket



MOUNTING SLEEVE FOR TILED WALLS AND CEILINGS

For usage in tiled walls and ceilings.

MOUNTING SLEEVE FOR CAVITY WALLS OR CEILINGS

For usage in cavity walls and ceilings.
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DETAILED INSTALLATION:

e USUAL WALL OR CEILING MOUNTING:

Mounting Sleeve

Locknut

Wall

Spot

Our Calypso set consists of recessed lightings with an outer diameter
of 60 mm. The bore diameter is 42 mm. Depending on the thickness of your wall or
ceiling you need the short or the long version of the mounting sleeve. Installed as it
is shown on the drawing the mounting sleeve is fixed with the locknut. The recessed
light is then screwed in the sleeve with the included mounting-help.

This lighting system is accessable from the front. No need to open the wall or ceiling

again!
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e SPECIAL MOUNTING FOR TILED WALLS OR CEILINGS

Mounting sleeve

Wall
L Installation nut
| Diffusion barrier

L Tile

. Spot with illuminant

For this mounting you need a special sealed flange. It is important to mill the wall in

the size of the flange to reach a satisfied outcome.
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e SPECIAL MOUNTING FOR COATED WALLS OR CEILINGS

P
L) s
(1] ——

If you want to mount the /..., + Calypso set in a coated wall or ceiling, you just
need the usual mounting sleeves with the correct lenghts and approved adhesives/

seals. These would be inter alia.
e Locite Hysol 3430 (2 components epoxid adhesive)

e Wedi 460 epoxid resin-grout and tile adhesive or

e similar adhesives
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SPECIAL MOUNTING FOR CAVITY WALLS OR CEILINGS

N\

Boring from the inside 50 mm

Mounting sleeve d50-L34
Up to a wall thikness of 34mm

Mounting claws

_ 1

The special sleeve is mounted on the wall or ceiling with the moutning claws.
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THE REMOTE CONTROL
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CONNECT REMOTE CONTROL TO MASTER CONTROLLER

e  Press red button on the backside of the master controller (on the connection
diagram button ,,connect remote control”)

e  The power-LED next tot he button starts to blink (green light)

e While pressing the red button press any button on the remote control until the
light stops blinking and lights constantly

e Now the remote control is connected to this master controller

If a button is pressed on the remote control, a red light is flashing on the remote
control as long as you press the button
ATTENTION: If the battery of the remote control is low,

the red LED is blinking while you press a button!
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REMOTE CONTROL BUTTONS

ONONON- X</

ON/OFF:
LEDs are turned on or off. The program will start with the last used color. If you
used the automatic or the user programm, they will start with the first color again.

Color Buttons:
If pressed, the selected color will be shown as long until you press another button.

Automatic Program:

If pressed, the automatic program will be started signalized by green blinking LEDs
(1x time) The whole color show lasts for 15 min.

If pressed again, the show lasts for 10 min. (LEDs are blinking 2x times)

If pressed a third time, the time is limited to 5 min. (LEDs are blinking 3x times)

If you press the button a fourth time, the programm will start at the beginning
again, 15 min (LEDs are blinking 1x time)

Dimmer:
With the dimming button you can dimm the LEDs in three different steps.
If you press it four times, it will start with the brightest mode again.

Special Button:
CURRENTLY NOT SET
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User Program:
I. For individual programming:

First, turn off LEDs (On/Off button)

Press user program button (LEDs are blinking 1x time)

Up to 16 different colors can be chosen by pressing the desired color buttons
one after another (The color flashes for confirmation)

For each time you press the button the duration will be increased for one
minute. Ten minutes per color is maximum.

Press the user program button again to save your chosen program.

All chosen colors will flash briefly for you to doublecheck your input. After
that the program will start with the first color.

2. Starting your own program:

First, turn on LEDs (On/Off button)
Press the user button to start your program.
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PUSH-DEVICE

In combination with the master controller without interface only.

e If the master controller is plugged in, the automatic program starts (all colors in a
smooth gradient, duration 15 min.)

e  Pressthe button to stop at the current color (constant color)

e  Press the button for more than three seconds and hold it to start a fast color
gradient. Is your desired color shown release the button to stop at the color
(constant color)

e  Press the button again to start the automatic programm again (all colors in a

smooth gradient, duration 15 min.)
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MASTER CONTROL WITHOUT INTERFACE

Pre-defined programm starts automatically.

This program includes all color in a smooth gradient, duration 15 min.
The smooth gradient creates the right and approriate lighting for your
wellness experience

Pure relaxation, with Licht 2000.

If you wish to stop at a certain color, you just need to upgrade your
gt ety Calypso set with the push-device (on page 18).

Install, plug in... done.
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Notes:
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WARRANTY CERTIFICATE
gl ity 0 Calypao recessed spot lights for steam baths

specify fault:

DATE OF DELIVERY:

Queries:

Licht 2000

Fon: 0043 512 93 80 64
Fax: 004351293 80 65
www.licht-2000.com
lichtleiter@licht-2000.com

Version 1.1 2011
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Ver. 1.1/2011 © Licht 2000

Mistakes and misprints as well as technical changes reserved.



PERFEKTION IN LED- UND

LICHTLEITERTECHNIK

Robert Hochenegger | Johann-Rossler-Gasse 1

Eingang JahnstraRe 25 | 6020 Innsbruck/Austria
LICHT 2000 Fon: +43(0)512-93 80 64 | Fax: +43(0)512-93 80 65

E-Mail: lichtleiter@licht-2000.com




